

















* Tools

NO SPECIAL TOOLS ARE REQUIRED FOR MAINTENANCE OF SHARPE® VALVES.

* Dismantling

IF THE VALVE IS CLOSED, AND NOT IN FULLY OPEN POSITION AS SUGGESTED, REFER TO
SAFETY PRECAUTIONS BEFORE PROCEEDING FURTHER.

DURING DISMANTLING, DO NOT ASSUME THAT THE VALVE IS TOTALLY DECONTAMINATED -
HARMFUL FLUID, ETC., MAY STILL BE TRAPPED IN CREVICES.

TO REMOVE VALVE FROM PIPELINE, EXTRACT BODY CONNECTOR BOLTS AND SLIDE THE
BODY OUT FROM BETWEEN THE BODY CONNECTORS. IT IS IN MOST CASES UNNECESSARY
TO REMOVE THE BODY COMPLETELY AWAY FROM THE PIPELINE. REMOVE ALL BUT ONE OF
THE BODY CONNECTOR BOLTS, AND WITH THIS REMAINING BOLT SLACKENED, THE BODY
MAY BE ROTATED OUT FROM THE LINE USING THE REMAINING BOLT AS A HINGE.



INSTALLATION OF SHARPE®
WELDED END VALVES, SERIES 66/84/88/99

SHARPE® CARBON AND STAINLESS STEEL VALVES WITH ENCAPSULATED PTFE OR GRAPHOIL
BODY SEALS ARE DESIGNED TO BE WELDED IN-LINE WITHOUT DISASSEMBLY.

1) PUT VALVE IN OPEN POSITION.
(If valve is pneumatically actuated to the fail close position,
remove the 4 bolts that attach the actuator to the mounting
bracket. while leaving the actuator on the bracket, rotate the
actuator 90°, so the valve is now in the open position. Place
actuator in a safe and clean place until the valve is completely
installed. )

2) ALIGN THE VALVE BETWEEN THE PIPE ENDS AND TACK
WELD IN ACCORDANCE WITH PROPER WELDING
PROCEDURES.

3) COMPLETE WELD BY MAKING ALTERNATE PASSES ON
EACH VALVE END. ALLOW VALVE AND WELD JOINT TO
COOL BETWEEN WELD PASSES.

4) DO NOT ROTATE THE VALVE HANDLE OR ACTUATOR
UNTIL THE VALVE HAS COMPLETELY COOLED.

5) WHEN VALVE HAS COOLED DOWN, CHECK BODY BOLTS
TO ENSURE THEY ARE TIGHTENED TO THE PROPER
TORQUE REQUIREMENTS.



SHARPE VALVES

BALL VALVE REPAIR KIT

DESIGN 66 84 88 99
VALVE SIZE 1/2°, 314", 1%, 1-1/4", 1-1/2", 2°, 2-1/2", 3", 4"
SEATS T R N D U P
SEALS B N V T u G
1; ” - 2"

VALVE SIZE ITEM NO. QUANTITY DESCRIPTION
5 2 Seals
10 1 Seal Protector
1/4" - 2-1/2" 9 2 Stem Packing
B 2 Stem Thrust Ring
12 2 Belleville Washer
5 2 Seats
6 2 Seals
-4 BA 2 Thrust Bearing
9A 3 Stem Packing

2_1!2” - 4!!

PART NO| PART QATY.| MATERIAL PART NO.| PART QTY] MATERIAL
1 Body 1 ]316 Stainless Steel ASTM A351 CF8M 13 Packing Nut 1 Stainless Steel
Alloy 20 ASTM A351 CN7M _
Carbon Steel ASTM A216 WCB 14 Lock Tab 1 Stainless Steel
- 15 Lower
2 Pipe Ends 2 | 316L Stainless Steel ASTM A351 CF3M .
Alloy 20 ASTM A351 CN7M Lock Latch 1 Stainless Steel
Carbon Steel ASTM A216 WCB 158 Upper Lock
3 | Bal 1| 316 Stainless Steel _ Alloy 20 Latch Bolt 1 | Stainless Steel
Monel Hastelloy C 15C Latch Bolt 1 Stainless Steel
4 Stem 1 | 316 Stainless Steel Alloy 20 16 Handle (1/4"-2") 1 Stainless Steel
honel Hastelloy C 16A | Wrench (3°&4%) | 1 | Cad Plate Carbon Steel
§ | Vaive Seat 2 |TFE Reinforced TFE 168 | WrenchBlock | 1 | Stainless Steel
Mova* Deilrin
UHMWPE Peek 16C Hex Head Bolt 1 Stainless Steel
6 Body Seal 2 |TFE Neoprene 17 Lock Washer 1 Stainless Steel
Graphoil UHMWPE 18 Handle Nut
Buna EPR (174727 1 Stainless Steel
7 Thrust Bearing 1 |Nova* (UHMWPE with UHMWPE Seats) 19 Body Bolts 4 | Stainless Steel
7A S!ern L?catjon ) 19A Body
Ring (3" & 47 1 _|Stainless Steel Connector Mut 8 Stainless Steel
8 Thrust Bearing 1 Peek (UHMWPE with UHMWPE Seats) 20 Nuts 4 Stainless Steel
BA Thrust Bearing 1 |Mova* (UHMWPE with UHMWPE Seats) 21 Stop Pin 1 Stainless Steel
9 Stem Packing 2 |Nova* (UHMWPE with UHMWPE Seats) (147172 2 | Stainless Steel
9A Stem Packing 3 |Nova® (UHMWPE with UHMWPE Seats) 21A Stopper 1 Stainless Steel
(3" &4 22 Seat 1 Stainless Steel
10 Seal Protector 1 |Peek Retainer 1 Carbon Steel
1t [GlandPacking |1 |Stainless Steel * Nova: Carbon and Graphite Filled Teflon
12 Belleville Washer | 2 | Stainless Steel
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SHARPE VALVES

STEM NUT
VALVE SIZE THREAD TORQUE N.M. TORQUE IN LB.
1/2" - 3/4" 3/8” - 24 4.0 35.0
17-1-1/4 7/16" - 20 9.0 80.0
1-1/2" -2 9/16" - 18 13.0 115.0
2-1/2" M20 x 2.5 30.0 265.0
3" -4 17-14 60.0 530.0
BODY BOLTS 66/84/99/88
VALVE SIZE BOLT SIZE TORQUE - /S
N.M. IN Ib.
1/2" - 3/4” M6 9.0 80.0
17-1-1/4" M8 19.0 168.0
1-1/2"- 2" M10 39.0 345.0
2-1/2"-3" M10 39.0 345.0
4 M12 65.0 576.0
RK 84 1” T
| | L~ 1
REPAIR KIT VALVE SERIES SIZE SEAT / SEAL

Toll Free: 1-877-7SHARPE

® Fax: (708) 562-0890

Email: info@sharpevalves.com

www.sharpevalves.com

1260 Garnet Drive

A Division of Smith-Cooper International, LLC
Northlake, Illinois 60164 U.S.A.

Due to continuous development of our product range we reserve the right to change the dimensions and information contained in the leaflet as required. Rev. 1/08




